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SPECIFICATIONS

FEATURES & BENEFITS

MK240T

* Total Height Includes Handle.  † Subject to change without notice.

Discharge Ratings in Amps @ 770F (250C)†

Volts
per Cell
(V.P.C.)

1 Hr 2 Hr 3 Hr 4 Hr 5 Hr 6 Hr 8 Hr 10 Hr 20 Hr

1.75 vpc 85.2 46.3 32.4 25.0 20.3 17.2 13.1 10.6 5.4

•	 Exclusive Compu-Press® grid technology optimizes 
energy transfer to maximize power 

•	 Microcat® Catalyst lowers float current, mitigates thermal buildup 
and cell dryout 

•	 Advanced AGM technology for superior power 

•	 Puncture resistant micro-porous glass mat separators  
extend life 

•	 Reinforced case resists bulging and meets safety requirements 
(UL94 V-0) 

•	 Case & cover heat sealed and 100% tested to prevent leaks 

•	 Epoxy sealed posts eliminate leaks 

•	 Flame arresting, low-pressure, self-sealing valves are 100%  
factory tested 

•	 Computer-aided design and manufacturing control processes and 
standards to ensure quality products 

•	 All batteries meet or exceed IEEE recommended practices 

•	 Battery design and construction meet UL recognition  
requirements 

•	 Plate thickness optimized for long life 

•	 UL 1973 Certification for Energy Storage applications

	 Nominal Voltage:	 12-Volts

	 Rating: 	 240 minutes @ 25 amps to 1.75 V.P.C.

	 Positive Plate: 	 High tin, low calcium alloy

	 Negative Plate: 	 Calcium alloy

	 Post Seal: 	 Epoxy-sealed

	 Terminal: 	 Top access, 1/4" – 20 threaded insert

	 Case/Cover: 	 Flame retardant, polypropylene –
		  (UL94 V0) rated per UL1778 requirements

 	 Safety Vent: 	 Low positive pressure,  
		  self-sealing w/ flame arrestor

	 Float Voltage: 	 13.50V per battery ± 0.5% @ 77°F (25°C)

	 Range: 	 13.42V to 13.57V per battery

	 Design life: 	 10 years in float applications @ 77°F (25°C)

	 Dimensions: 	 Length - 12.93" (328.4mm)
		  Width - 6.84" (173.7 mm)
		  Height* - 9.34" (237.2 mm)

	 Weight: 	 68.0 lbs. (31.0 kg)
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MK240T

UNLESS OTHERWISE SPECIFIED
DIMS IN INCHES

FOLLOWING ASME Y14.5-2009
DO NOT SCALE WORK

DIMENSIONAL TOLERANCES:
.000 DECIMALS ± .005

.00 DECIMALS ± .01
FRACTIONS ± 1/64

ANGLES ± .5

This print or drawing is confidential and 
it or any copies thereof shall be 
returned upon request. It is not to be 
copied, reproduced or exhibited to 
outside parties, but is to be used only 
with reference to apparatus, contracts 
or proposals of this corporation. 
Anything disclosed herein, not publicly 
available, may not be used without 
written permission.

PROPERTY OF EAST PENN
MANUFACTURING CO., INC.

NOTES:
1. V-2 PLASTIC
2. DIMENSIONS SHOWN IN INCHES [mm]

12.81 [325.4]

12.93 [328.4]

12.93 [328.5]

8.55 [217.0] 8.67 [220.2]
9.31 [236.4]

1/4-20 UNC THREADED INSERT

1.21 [30.7]

1.67 [42.4]

6.60 [167.6]

6.72 [170.6]

6.84 [173.7]

FLAME RETARDANT ROPE HANDLE
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INSTALLATION AND OPERATING INSTRUCTIONS 
https://www.mkbattery.com/application/files/1516/9576/9005/Deka-CTC240-IO-Manual-2656.pdf

PROPOSITION 65 WARNING: Battery posts, terminals and related accessories 
contain lead and lead compounds, chemicals known to the State of California to 
cause cancer and reproductive harm. Batteries also contain other chemicals known 
to the State of California to cause cancer. WASH HANDS AFTER HANDLING.
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INSTALLATION AND OPERATING INSTRUCTIONS 
https://www.mkbattery.com/application/files/9717/5079/5536/2823_MK_Powered_MK240T_IO_Manual_5.pdf

PROPOSITION 65 WARNING: Battery posts, terminals and related accessories 
contain lead and lead compounds, chemicals known to the State of California to 
cause cancer and reproductive harm. Batteries also contain other chemicals known 
to the State of California to cause cancer. WASH HANDS AFTER HANDLING.
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MK240T Watts Ratings to 1.75 vpc 77°F (25°C)†

Time (hrs) Watts
per cell

Watts 
per battery

Watts
per 24V system

Watts
per 36V system

Watts
per 48V system

4 49.5 297 594 891 1188

6 34.1 205 410 615 819

8 26.1 156 313 469 626
† Subject to change without notice.


